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METERING PUMP INPUT/OUTPUT CONNECTOR SUMMARY

CONNECTOR CONNECTOR
FUNCTION
CONNECTOR TYPE UNCTIONS (Field-Wired) (w/15’ Cable)
EWN-Y SERIES

INPUTS: Analog, Dig Pulse (Mult/Div), Batch Stop/Start, AUX, & Interlock E90495

CONNECTOR 1: INPUT 5-PIN M12 CONNECTOR STANDARD KEY ! IX0018
OUTPUTS:  Analog & 18VDC (SUPPLIED WITH PUMP)

CONNECTOR 2: STOP 4-PIN M12 CONNECTOR REVERSE KEY INPUTS: Stop and Pre-Stop E90496 IX0019
INPUTS: PosiFlow & EFS Sensor Signals E90496

CONNECTOR 3: SENSOR 5 PIN M12 CONNECTOR REVERSE KEY IX0019
OUTPUTS:  24VDC (Sensor) (SUPPLIED ON EFS SENSOR)

CONNECTOR 4: OUTUT 4 PIN SQUARE MINI DIN CONNECTOR OUTPUTS:  Relay 1 & Relay 2 E90497 IX0020

i INPUTS: Analog, Dig Pulse (Mult/Div), & Aux
CONNECTOR 1: INPUT 5-PIN M12 CONNECTOR STANDARD KEY OUTPUT: Stop/SPM Relay E90495 IX0018
CONNECTOR 2: STOP 4-PIN M12 CONNECTOR REVERSE KEY INPUTS: Stop and Pre-Stop E90496 IX0019

TERMINAL BLOCK INPUT: Dig Pulse (Mult/Div) Terminals 7 & 8 BUILT-IN N/A
TERMINAL BLOCK INPUT: Analog Terminals 5 & 8 BUILT-IN N/A
TERMINAL BLOCK INPUT: Stop Terminals 6 & 8 BUILT-IN N/A
TERMINAL BLOCK OUTPUT: 12VDC (Sensor) Terminals 4 & 8 BUILT-IN N/A
EJ SERIES
CONNECTOR 1: EXT 5-PIN M12 CONNECTOR STANDARD KEY INPUTS: 1:1 Pulse & Stop/Start E90495 IX0018
IX SERIES
INPUTS: Analog, Dig Pulse, Batch & Interlock E90495
CONNECTOR 1: EXT 5-PIN M12 CONNECTOR STANDARD KEY ’ ’ IX0018
OUTPUTS:  12VDC (Sensor) (SUPPLIED WITH PUMP)
CONNECTOR 2: STOP 4-PIN M12 CONNECTOR REVERSE KEY INPUTS: Stop and Pre-Stop E90496 IX0019
CONNECTOR 3: AUX/ANA | 5-PIN M12 CONNECTOR REVERSE KEY LIRS AUX E90496 IX0019
’ OUTPUTS:  Analog & 12VDC
CONNECTOR 4: ALARMS 4-PIN SQUARE MINI DIN CONNECTOR OUTPUTS:  Alarm Relay 1 & Relay 2 E90497 IX0020
CONNECTOR 5: FILEDBUS | 5-PIN M12 CONNECTOR STANDARD KEY | IN/OUTPUT: ProfiBus Connection E90495 IX0018
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